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Energy from Biomass
BINDER combustion systems
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At the factory with a total area of approx. 11 ha and 6,200 m† production area, about 200 boilers are man-
ufactured each year. Our service team at the head of�ce in Bärnbach provides top of the range service and 
maintenance support, ����������������������������������
���������������������������

Cooperation with universities and similar organizations as well as the expertise of our highly quali�ed engi-
neers ensures top technological standard throughout the world. Operating out of Austria � a country with 
one of the strictest environmental regulations of the world � BINDER developes products which meet the 
principle of sustainability and are ecologically and economically worthwhile.

�  honest and fair long-term partnerships with our customers and suppliers
�  continuus improvements of our systems
�  appreciation of teamwork, initiative and self-motivated employees
�  resource-ef�cient manufacturing of our products which are designed for durability
�  long tradition of a business with solid growthand sound foundation.
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Quality Made in Austria
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BINDER offers different types of transport systems 
like Transport auger (TS), direct hydraulic ram 
(QFE), and chain conveyors (KKF).

These systems are suitable for the following max. 
size classes (acc. To ÖNORM EN 14961):

*)��Size class speci�cations and storage heights are for guidance on-
ly, as they depend on the actual kind of fuel and design variant. 
Beware of bridging which might occur on a storage height that ex-
ceeds twice the silo width.

  for granulated fuels up to P63* 
  For silos accessible from the bottom
  Filling height up to 30m* 
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  for granulated fuels up to P63*
  Filling height up to 7m (depending on fuel bulk density)
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  for coarse and shredded fuels up to size class P125*             	
   (slivers up to 35cm long) with hydraulic ram infeed
  with transport auger up to P63*
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  for granulated fuels up to P63*
  For silos accessible from the bottom up to 7m ł
  Filling height up to 20m*
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  with adjustable pressure relief device for rectangular silos
  suitable for the transport and silo discharge of wood 		

	   pellets

KKF

QFE

TS 330

TS 220

TS 150

16max. particel size (P) 45 63 120 125

BINDER assumes no liability for the information, subject to change without notice




















